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DESCRIPTION
Magic TB2 is an 11 mil, indoor/outdoor Tyvek® banner 
featuring a subtle textured, bright white surface and 
matte finish.

PHYSICAL CHARACTERISTICS
Thickness 11 mil
Basis Weight 140 g/m2
Opacity 96%
Whiteness 120
*All values are targets

FEATURES AND BENEFITS
 - Durable Tyvek® base material
 - Exclusive Magic® matte coating
 - Water & fade resistant coating
 - Excellent print performance
 - Excellent ink adhesion
 - Excellent black density and color pop
 - Water / fade / scratch resistant coating
 - Smooth matte finish
 - Short term outdoor durable
 - Can be grommeted and welded

COMMON APPLICATIONS
 - Fence banners (grommet)
 - Hanging banners (pole pocket)
 - Pole banners (street signs)
 - Short term signs
 - Construction banners

PROCESSING TIPS
- Preferred side out 

FINISHING & PRINTING 
 - Pigment ink required for water resistance
 - Visit www.magicinkjet.com for media profiles

SHELF LIFE
2 years from ship date

STORAGE CONDITIONS
Temperature 50-85° F (10-30° C)
Relative Humidity 30-65%

OPTIMAL PRINTING ENVIRONMENT
Temperature 50-85° F (10-30° C)
Relative Humidity 30-65%

MAGIC 
TB2 
11 mil Tyvek® banner (matte)

PRINTER COMPATIBILITY


